
 Fitment
European

Reference guide

July 2020



Spout
Baancodes
#200617 900 spout (LLDPE) (standaard)
#202275 900 (625) (MDPE)
#603152 Maierhoeffer 902 spout (LLDPE)

Baancodes
#701285 800(2035) spout (LLDPE) (standaard)
#200604 800(61528) spout (LLDPE)
#202276 800(625) spout (MDPE
#603151 Maierhoeffer 801 HR YEL (MDPE)
#603150 Maierhoeffer 801 (LLDPE)

Cap removal tools

Baancodes Baancodes
#206792 Quickup red cap remover

Handles

Baancodes
#605590 Handle black (LDPE)
- #605610 Handle black half pallet
#605596 Handle white (LDPE)
- #606308 Handle white half pallet

Dipstrips

Baancodes
#800046 dipstrip 9IN (LLDPE)
#800052 dipstrip 13IN (LLDPE)
#800053 dipstrip 18IN (LLDPE)

#265541 dipstrip 18IN cross cut (LLDPE)

Plug in hose

Baancodes Baancodes
#264599 710 plug (LLDPE) #266410 710 plug (HDPE)
#264628  + 9.25 hose (235mm) #266452 710 PLUG (HDPE)  + 175 mm hose
#264627 + 8 hose (203mm)
#264621 + 6.5 hose (165mm) max filling Temp 49°C

max filling Temp 49°C inner Ø hose 6mm
inner Ø hose 8mm

Baancodes Baancodes
#264599 710 plug (LLDPE) #265456 750 plug (LLDPE)
#264625 + 9.25 aspetic hose (235mm) #265521 + 175mm hose
#264624 + 8 aseptic hose (203mm)
#264626 + 6.5 aseptic hose(165mm)

max filling Temp 49°C max filling Temp 49°C
inner Ø hose 8mm inner Ø hose 13mm

FT 900 spout + 710 
plug (LLDPE) / Hose 

  710 plug / Hose 
(silicon)

     FT 900 spout 

     FT 800 spout 

FT Handle Reel 

FT Dipstrip

CAP REMOVER CAP REMOVER

 710 plug + 
Hose (aspetic TPE)

 750 plug + Hose (TPE)

#601921 Cap remover
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Taps
Baancodes Baancodes
#606528 V-pull Tap (PP/HDPE/TPE)
#606529 V-pull spout (LLDPE)
#265419 V-pull tap long (PP/HDPE/TPE)
#264639 V-pull Tap black (PP/HDPE/TPE)

max filling Temp max filling Temp
49°C 49°C

Baancodes Baancodes
#606046 NR5 Flextap (HDPE+TPE) #803010 NR8 SPT (LLDPE) 
#800194 2000 spout (LLDPE)                       + FSF FLEXTAP (HDPE +TPE)
#605604 2020 light blue spt (MDPE)

max filling Temp max filling Temp
49°C 49°C

Baancodes Baancodes
#266383 Cellar spout large (LLDPE) #802764 aspetic NR5 (HDPE+TPE+PBT)
#266344 ASM Cellartap LB (HDPE+PP+TPE) #605604 2020 light blue spt (MDPE)
#265818 Cellartap FSF SB (HDPE+PP+TPE)

max filling Temp max filling Temp
49°C 85°C

Baancodes
#603571 Smart tap red (HDPE+PP)
#605630 Red spout (HDPE)

max filling Temp
99°C

Smarttap Conro

V-pull water ConroV-pull Conro

FSF flextap Flextap

Flextap asepticCellartap

Emmelie de Jong Page 3 08/07/2020



Caps

Baancodes Baancodes
Purchased from Northlake Purchased from Northlake 
#700185 Yellow cap (LLDPE) + 800 SPT (LLDPE) #202305 Yellow cap (LLDPE) + 800 SPT (MDPE)
#206100 Blue cap (LLDPE) + 800 SPT (LLDPE)

max filling Temp max filling Temp
49°C 99°C

Baancodes
Purchased from Northlake 
#202861 Yellow cap (MDPE) SPT (MDPE)

max filling Temp
99°C

Baancodes Baancodes
#200617 900 spout (LLDPE) #202275 900 spout (MDPE)
#261664 900+1400 cap blue (LLDPE) #263125 900+1400 cap blue (MDPE)
#261684 900+1400 cap red (LLDPE) 
#261686 900+1400 cap naturel (LLDPE) 

max filling Temp max filling Temp
49°C 99°C

Baancodes Baancodes
#200617 900 spout (LLDPE) Purchased from Maier hoffer
#701765 900+1400R cap naturel  (MDPE) #603161 902 red (MDPE)+1401 white (LLDPE)
#701766 900+1400R cap yellow  (MDPE)
#701767 900+1400R cap blue  (MDPE)

max filling Temp max filling Temp
49°C 99°C

Baancodes Baancodes
#701285 800 spout (LLDPE) #202276 800 (625) (MDPE)
#263117 900+1400 cap yellow (LLDPE) #261624 800+1400R cap blue (MDPE)

#702002 800+1400R cap red (MDPE)

max filling Temp max filling Temp
49°C 99°C

Baancodes
#701285 800 spout (LLDPE)
#701770 800+1400R cap naturel (MDPE)
#701771 800+1400R cap yellow (MDPE)
#701772 800+1400R cap blue (MDPE)

max filling Temp
49°C

Baancodes Baancodes
#202282 6300 spout (MDPE) #265643 6300 SPT(MDPE) + 

                             6300T screwcap red (LLDPE)

max filling Temp max filling Temp
49°C 99°C

Baancodes Baancodes
Purchased from Maier hoffer Purchased from Maier hoffer
#603140 4501 Yellow pouring cap (LLDPE) #603154 4501 Pouring cap naturel (MDPE)
#603150 801 spout naturel (LLDPE) #603151 801 spout HR yellow (MDPE)

max filling Temp max filling Temp
99°C

6300 spout + 6300 cap 6363T

Pouring cap+801 spout Pouring cap+801 spout

#206406 6300 cap (LLDPE)

 1400R cap + 800 SPT 

     1401R cap+ 902 SPT

800R cap + 800 SPT 800R cap + 800 HR SPT 

800X cap + 800 HR SPT 

1400 cap + 900 SPT      1400R cap + 900 SPT 

 1400R cap + 900 SPT 

 1400 cap + 800 SPT      1400 cap  + 800 SPT 

#202311 combined
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Caps

Baancodes Baancodes
#202566 2600 plug (PP) + 2600 spt (HDPE) #202667 2600 plug (PP) + 6100 spt (HDPE)

max filling Temp max filling Temp
99°C 99°C

Baancodes Baancodes
#206663 900(61528)spt(LLDPE) /QSS blue-C (PP) #606773 900(625)spt(MDPE)/QSS blue-B (PP)

max filling Temp max filling Temp
 49°C  99°C

Baancodes Baancodes

max filling Temp max filling Temp
 49°C  99°C

Baancodes Baancodes
#602467 purchased combined #201343 1700 franrica spout (HDPE)
- CP 3400 SPT (HDPE) + 51.94mm diameter #800112 screw cap 63mm (PP)

#202226 2in metal insert.
max filling Temp max filling Temp

99°C 99°C

Baancodes Baancodes
#206938 32mm steriseal  (MDPE + PET) #265899 32mm steriseal (MDPE + PET)

*higher flow rate of product and more 
max filling Temp viscous product. max filling Temp

99°C 99°C

Baancodes
#400647 16mm steriseal (MDPE + PET)

max filling Temp
99°C

*higher spout

2626 2661

QSS + 900 spout QSS + 900 HR spout 

3434 1700 Franrica

Sentry cap + 900 spout Sentry cap + 900 spout
#206399 sentry cap (PP) + 900 (350) spt (EVA)

8900 8900R

9003

- 3400 CAP (PP)

#206840 sentry cap (PP) + 900 (61528) spt (LLDPE)
#202896 sentry cap (PP) + 900 (625) spt (MDPE)
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Adapters
Baancodes Baancodes
#702018 8101 Adapter (MDPE) + 38mm cap (PP) #603434 8102 adapter (LLDPE) + 38mm cap (PP)
#702019 903 spout (MDPE) #603152 902 spout (LLDPE)

Combined #702020 max filling Temp Combined #606303 max filling Temp
99°C 49°C

Baancodes Baancodes
#702018 8101 Adapter (MDPE)+ 38mm cap (PP) #606217 8103 adapter (LLDPE) + 38mm cap (PP)
#603151 801 spout (MDPE) #200617 900 spout (LLDPE)

Combined #606300 max filling Temp Combined #606383 max filling Temp
99°C 49°C

Baancodes Baancodes
#603434 8102 adapter (LLDPE + 38mm cap (PP) #206879 8100 adapter (LLDPE) + 38mm cap (PP)
#603153 902 spout red (MDPE) Combined +900 spout #701936

Combined +900 Fullyseated #261884
Combined #606398 max filling Temp max filling Temp

99°C 49°C

Baancodes Baancodes
#206879 8100 adapter (LLDPE) #603335 CMB adapter MDPE + 902 spout (LLDPE)
#606371 38mm RED cap (PP)
#200617 900 spout (LLDPE)
Combined #606525 max filling Temp max filling Temp

49°C 49°C

Baancodes Baancodes
#206077 FTC SPT(616) (LLDPE)+  #265784 2725 Remixx fitment (LLDPE)
                                    INS (564) Cap (MDPE)

max filling Temp max filling Temp
49°C 49°C

Baancodes Baancodes
#200617 900 spout (LLDPE) #200617 900 spout (LLDPE)
#601775 diet coke valve (PE+PP) #601953 3000  coke valve (PE+PP)

Combined max filling Temp Combined max filling Temp
#602976 49°C #602942 49°C

Baancodes Baancodes
#200970 1900 cap (HDPE) + 900 spout (#200617) #202315 1900 SBS (MDPE) + 900 spout (LLDPE)
#701463 1900 (LLDPE) + 800 (EVA) with SBS FS
#265903 1900 (LLDPE) + 900 (LLDPE) with SBS

max filling Temp max filling Temp
49°C 49°C

Baancodes Baancodes
#202752 1900LAV SEBS(MDPE) #202299 1900LAV SEBS(MDPE) 
                                        + 900 spout (LLDPE)                                         + 900 spout (MDPE)

max filling Temp max filling Temp
49°C 99°C

 1900,  4 pitch FT 1900,  4 pitch

Regular coke valve

remixx Pepsico

1900,  4 pitch

Diet coke valve

8102 + 902 spt 8100 + 900 spt

8100 + red cap CMB syrup

FTC

8101 + 903 spt 8102 + 902 spt

8101 + 801 spt 8103 + 900 spt

exclusively for Pepsico

1900,  6 pitch
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Connectors

Baancodes Baancodes

Baancodes Baancodes

Baancodes Baancodes

Baancodes Baancodes

Baancodes Baancodes
#206643 with 3/8 barb

#206866 with 3/8 barb no valve
#262027 with 3/16 no valve

Baancodes Baancodes
#202582 Pierce probe standard

                                + duckbill (LLDPE+Rubber)

Hose barb
13mm  8mm inner Ø

#200662

#261608

1910T-(US)
180° 3/8 barb",  4 pitch

#265866 

1910L-EU 
90° 1/4 barb", 4 pitch

1910L-EU 
90° 3/16 barb", 4 pitch

800 mix adapter
 + duck bill

 

1910T-(US)
180° 3/16 barb",  4 pitch

1910S -(US)
90° 3/8 barb", 4 pitch

 5000 CIP for 1900 
adapter

1910-EU 
90° 3/8 barb",  6 pitch

1910S-EU
straight 3/8 barb", 

4 pitch

1910 (EU)
Straight 3/8 barb", 

 6 pitch

QSS connector / security 
clip

#206644 3/16 barb

 

#601938 800 mix adapter

Pierce probe for Sentry

#206982

#202158#265868 

#265867

#201184

#201182
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IBC Valves
Baancodes Baancodes

#265738 5900 cap blue (HP400L)-EX (PP)
#601772 4300C spout (LLDPE)

max filling Temp
49°C

Baancodes Baancodes
#266793 valve (Silicone/NBR/PBT)
#266794 2IN Press Fit spout (PBT)

#266795 DN50S clip 2pcs (PP)
#606016 ABC plate (PP) #265734 Blue Clip DN50HF 2pcs (PP)

#264745 Handle extension (PA)
121°C for 121°C for

10 minutes 10 minutes

Baancodes Baancodes
#262726 (2 pieces) (PP)

Baancodes Baancodes
#263053 2IN asep valve high flow #262144 (2 pieces) (PP)

121°C for
10 minutes

Baancodes Baancodes
#603244 2IN Dalli klick spout #603813 Arena 2IN spout (LLDPE)

#603763 2IN BSP Tri-sure (PP)
?

max filling Temp
49°C

Baancodes
#606442 Schoeller Arca 2IN (PC,PP, TPE)
#606425 Schoeller spout (LLDPE)

121°C for
20 minutes

 Dalli Klick Arena & Tri-sure

ASEP SCHOELLER ARCA

#606229 Extension 
(only customer request)

2 Piece Clip for Arca Green Clip CL 65

 DN50 Fix clip white

 Materials : POM/PP/PE/Silicon/Yellow brass

S60 4300C/5900 blue cap

 2IN ABC-valve Arca DN50S Aseptic valve

#606219 handle 
#606283 the valve 

Purchased at PEAK

#265734 Blue clip
#264278 2IN Spout

 Materials: PP/HDPE/PC/Silicon/NBR O-rings

#604471 (PP)

Emmelie de Jong Page 8 08/07/2020


