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Barrier Film 

 

 
 

 

HyBar HF AL 106μm 

Width: 1054 880624 Width: 972 803277 

Width: 820 265539 Width: 628 880476 

Width: 486 880623 Width: 324 264433 

 

HyBar HF AL 86μm 

Width: 972 880586 Width: 920 264412 

Width: 820 265535   

 

HyBar 110μm(Import) 

Width: 972 603228 Width: 324 606559 

Width: 628 264542   

 HyBar 104μm(Import) 

Width: 1054 601277   

 

UltraBar 106μm 

Width: 972 803201 Width: 953 803179 

Width: 628 803178 Width: 324 261570 

Width: 953 261596(Matte)   

 

ClearShield 70μm 

Width: 920 264411   

 

DuraShield 98μm 

Width: 972 266178 Width: 628 265440 

 

DuraShield 114μm (Import) 

Width: 972 801793 Width: 820 801792 
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Durable Film  

 

 

DuraTuff 55μm 

Width: 972 802637 Width: 820 802752 

Width: 628 802743   

 

DuraTuff 65μm 

Width: 972  267989   

 

DuraTech 90μm 

Width: 972 880368 Width: 972 880368 

Width: 820 880419 Width: 672 880418 

 

DuraTech 107μm(Import) 

Width: 1080 206624 Width: 965 201705 

    

 

DuraTech AL 110μm 

Width: 1080 267831 Width: 820 267328 
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RECYCLE FILMS 

 

 

 

 

 

 

 

 

 

RecShield-PE 76B 76μm 

Width: 628 267148   

    

 

RecShield-PP 109B  109μm 

Width: 1012 267570 Width: 860 267515 

Width: 668 267514   

 

RecShield-PE 102B  HF 102μm 

Width: 628 267624   

    

 

RecShield-PE 102B 102μm 

Width: 972 267171 Width: 820 267573 

Width: 628 267572   
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PERFORMANCE FILMS 

 

FLEXIFTUF-30μm  

Width: 972 880541 Width: 820 880540 

 

FLEXIFTUF-33μm DW 

Width: 953 880539   

 

FLEXIFTUF-45μm DW 

Width: 972 880402 Width: 820 267457 

Width: 628 262065 Width: 486 261571 

 

FLEXIFTUF-50μm 

Width:1054 262719 Width:1150 266041 

Width:972 880545 Width:920 264413 

Width:820 880543 Width:628 880542 

Width:486 880651 Width:324 880649 

 

FLEXIFTUF BIMODAL -50μm   

Width: 972 268154 Width: 820 268434 

Width:628 268435   

 

FLEXIFTUF-70μm 

Width:1080 880446 Width:965 803327 

 

FLEXIFTUF-80μm 

Width:1054 880547 Width:972 880546 

 

FLEXIFTUF-100μm 

Width:972 880549   
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FLEXIGUARD-50μm 

Width: 628 802640 Width: 324 880516 

 

FLEXIGUARD-80μm 

Width: 1054 802638   

 

FLEXITECH-40μm 

Width: 972 802966 Width: 820 880585 

    

 

 

FLEXITECH-40μm 2Pure for water(Import) 

Width: 820  802827   

 

FLEXITECH-50μm 

Width: 820  802973   

 

FLEXITECH-55μm 

Width: 972 880369 Width: 820 803100 

Width: 628 803055 Width: 860  

 

FLEXITECH-60μm 

Width: 972 803040 Width: 820 802928 

Width: 1012 268614   

 

FLEXITUFF ADVANCE-50μm  

Width: 1054 267589 Width: 972 267990 

Width: 820 267980 Width: 628 267979 
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SCHOLLE IPN SUZHOU - FITMENTS USED 

 

CP 2600 SPOUT – 2600  ELPO 

Purchased Combined  202566 

Max Filling Temperature 99 ℃ 

 

CP 900 SPOUT – 2600  ELPO Local 

Purchased Combined   

Max Filling Temperature 99 ℃ 

 

CP 900 SPOUT – 2600  ELPO 

Purchased Combined 202070 

Max Filling Temperature 99 ℃ 

 

CP 800 Spout-800L CAP 

Purchased Combined 202568 

Max Filling Temperature 99 ℃ 

 CP 800 Spout-800L CAP Local 

Purchased Combined 202568L 

Max Filling Temperature 99 ℃ 

 

CP 800 Spout-800R CAP Yellow 

800R Cap Yellow 265367 800 Spout 802567 

Combined 802626 
Max Filling  
Temperature 

49 ℃ 

 

CP 800 Spout-800R CAP Yellow 

Cap Yellow 265367 800 Spout 803410 

Combined 880496 
Max Filling  
Temperature 

99 ℃ 
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CP 900 Spout-800R CAP Yellow 

Cap Yellow 265367 900 Spout 803408 

Combined 880497 
Max Filling  
Temperature 

99 ℃ 

 

CP 900 Spout-800R CAP Blue 

Cap Blue 265359 900 Spout 803408 

Combined 880492 
Max Filling  
Temperature 

99 ℃ 

 

1400 Cap / 900 Spout 

CAP 264630 900 Spout 803408 

Combined 262263 
Max Filling  
Temperature 

99 ℃ 

 

1400 Cap / 900 Spout 

CAP 265642 900 Spout 802495 

Combined 802627 
Max Filling  
Temperature 

49 ℃ 

 

1400 Cap / 800 Spout 

CAP 264630 800 Spout 803410 

Combined 802588 
Max Filling  
Temperature 

99 ℃ 

 

1400 Cap / 800 Spout 

CAP 265642 800 Spout 802567 

Combined 803033 
Max Filling  
Temperature 

49 ℃ 

 

1400 Cap / 900 Spout JF 

Purchased Combined  266418 

Max Filling Temperature 49 ℃ 
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1900/900 Spout 4P 

Combined 267406 

Max Filling Temperature 49 ℃ 

 

1900/900 Spout Chemical 4P 

Purchased Combined 202752 

Max Filling Temperature 49 ℃ 

 

3000 Valve/3000 Spout 

Combined 801239 

Max Filling Temp 49 ℃ 

 

3000 Valve/3000 Spout Local 

Combined 269288 

Max Filling Temp 49 ℃ 

 

2750 Versi  

Purchased Combined  264601 

Max Filling Temperature 49 ℃ 

 

FTC 

Purchased Combined 206077 

Max Filling Temperature 49 ℃ 

 

PureFlow Aseptic Fitment  

Purchased Combined 267967 

Max Filling Temperature 88 ℃ 
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CMB Fitment 

Purchased Combined 606372 

Max Filling Temperature 49 ℃ 

 

Sentry CAP/900 Spout(MDPE) 

Purchased Combined 202896 

Max Filling Temperature 99 ℃ 

 

Sentry CAP/900 Spout (HDPE) 

Purchased Combined 202593 

Max Filling Temperature 99 ℃ 

 

Sentry CAP/800 Spout 

Purchased Combined 202833 

Max Filling Temperature 99 ℃ 

 

Quick Seal Sentry/900 Spout 

Purchased Combined 206773 

Max Filling Temperature 99 ℃ 

 

Quick Seal Sentry/910 Spout 

Purchased Combined 206613 

Max Filling Temperature 49 ℃ 

 

8104/804 Spout JF 

8104 Adapter 262006 804 Spout 262231 

Online Tapping  
Max Filling 
Temperature 

49 ℃ 



10 

 

8105/800 Spout SIPN  

8105 Adapter 263180 800 Spout 803410 

Online Tapping 
Max Filling 
Temperature 

99 ℃ 

 

8104/804 Spout Flower  

8104 Adapter 263178 804 Spout 263177 

Online Tapping 
Max Filling 
Temperature 

49 ℃ 

 

8104/806 Spout Flower JF 

8104 Adapter 262006 806 Spout 262454 

Online Tapping 
Max Filling 
Temperature 

49 ℃ 

 

8104/900 Spout 

8104Adapter 263178 900 Spout 802495 

Combined 268114 
Max Filling 
Temperature 

49 ℃ 

 

8105/900 Spout SIPN 

8105 Adapter 263180 900 Spout 803408 

Combined 267059 
Max Filling 
Temperature 

99 ℃ 

 

8105/905 Spout SIPN 

8105 Adapter 263180 905 Spout 263179 

Combined 264698 
Max Filling 
Temperature 

99 ℃ 

 

6300T RED CAP – 6300 PEACH SPOUT 

Purchased Combined 265643 

Max Filling Temperature 99 ℃ 
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6300T Yellow Cap  – 6300 SPOUT 

Purchased Combined 802471 

Max Filling Temperature 99 ℃ 

 

1100Spigot/900 Spout 

1100 Spigot 265646 900 Spout 802495 

Online Tapping 
Max Filling 
Temperature 

49 ℃ 

 

CP 900/1100SPT/1100INS 

1100 
Spigot/Inset 

802477 900 Spout 802495 

Online Tapping 
Max Filling 

Temperature 
49 ℃ 

 

CP 800/1100SPT/1100INS 

1100 
Spigot/Inset 

802477 800 Spout 802567 

Online Tapping 
Max Filling 

Temperature 
49 ℃ 

 

2300 SPIGOT-900 SPOUT 

Spigot 803316 Spout 802495 

Online Tapping  
Max Filling 
Temperature 

49℃ 

 

MAXIFLOW HR TAP – 4200 SPOUT 

MaxiFlow Tap  206676 4200 Spout 202277 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

MAXIFLOW HR TAP – TRUSEAL SPOUT  

MaxiFlow Tap 206676 Truseal Spout 800008 

Online Tapping 
Max Filling 
Temperature 

49℃ 
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TRUSEAL MAXIFLOW HR TAP+ TC 38.42  

MAXIFLOW TAP 262825 

 

LONG BARREL TRUSEAL TAP – TRUSEAL SPOUT  

Tap 801475 Spout 800008 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

FT CONRO SMART GLAND SPT RED / FT CONRO SMART TAP RED/FOIL  

BAAN TAP  603571  Spout 605630  

Online Tapping  99 ℃ 

 

CONRO SMART TAP BLACK/FOIL  

Tap 264574 Spout 264575 

Online Tapping 
Max Filling 
Temperature 

99℃ 

 

FlexTap Ambient  

FLEXTAP 803709 Spout 265641 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

FlexTap Aseptic 

FLEXTAP 802764 Spout 605604 

Online Tapping 
Max Filling 
Temperature 

85℃ 

 

FlexTap Water 

FLEXTAP 265645 Spout 265641 

Online Tapping 
Max Filling 
Temperature 

49℃ 
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710 PLUG/Dairy Tube  – 900 SPOUT 

Plug + Dairy 
house 

606108 Spout 802495 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

710 PLUG/Silicon Tube  – 900 SPOUT 

Plug +  Silicon 
Tube   

268698 Spout 802495 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

710 PLUG/ Tube  – 900 SPOUT 

Plug +  TPE 
Tube   

266964 Spout 802495 

Online Tapping 
Max Filling 
Temperature 

49℃ 

 

9003 STERISEAL 16mm – MEMBRANE TOP & BOTTOM  

Purchased Combined 400647 

Max Filling Temperature 99℃ 

 

16MM Rect. Steriseal with  MEMBRANE TOP & BOTTOM 

Purchased Combined I64123 

Max Filling Temperature 99℃ 

 

8900R STERISEAL 32mm – MEMBRANE TOP & BOTTOM  

Assembly   802942 

Max Filling Temperature 99℃ 

 

3400 CAP-3400 Spout (2”) 

Purchased Combined  602467 

Max Filling Temperature 99℃ 

1700 FRANRICA  
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Spout 201343 

Insert 202226 

Cap 800112 

 

2" BSP EXTERNAL THREAD – 50mm POLY PLUG  

Purchased Combined 265737 

Max Filling Temperature 99℃ 

 2IN BSP/MEM BLU/5900CAP 

Purchased Combined 265736 

Max Filling Temperature  

 

4700 SPOUT (JERRIBOX)  Industrial 

BAAN SPOUT  880498 

 

4710 SPOUT (JERRIBOX)  

BAAN SPOUT 803160 

 

4700 Collar  Industrial 

BAAN Code 880458 

 

4710 Collar 

BAAN Code 605567 

DIPSTRIPS  

DIPSTRIP – 9”    (228mm) 800046 

DIPSTRIP – 13” ( 330mm) 880564 
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DIPSTRIP – 18”  (457mm) 880565 

 

1910L Connector  (1900 4P) 

BAAN Code 202004 

 

 QSS Connector  No Valve 

BAAN Code 206866 

 

QSS Connector  With Valve 

BAAN Code 206643 

 

Sentry SafeLock® Connector 

BAAN Code 266186 

 

2710S Versi Connector  

BAAN Code 265725 

 

2710L Versi L Connector 

BAAN Code 265726 

 

2710T Versi  Connector 

BAAN Code 265724 
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FlexTap CONNECTOR 

BAAN Code 602697 

 

PIERCE PROBE/SILICON TUBE 

BAAN Code 803215 

 
 

PIERCE PROBE /TPE Hose  

BAAN Code 261703 

 

FT 800R CAP REMOVER TOOL 

BAAN Code 201135 

 

PXT HOSE – PXT SPOUT – PXT LOCKING RING  

BAAN HOSE  
BAAN 
LOCKING 
RING  

BAAN SPOUT  COMBINED  

802073 802074 802075 880491 
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Caron Type 

 

HPB Carton 
BAAN Code:801254 

Outer dimension: 1110*542*268mm 

Pallet Configuration: 
8 carton per pallet 

 

SEA Carton 
BAAN Code: 800004 

Outer dimension: 546*456*305mm 

Pallet Configuration: 
21 carton per pallet irradiation  
42 carton per pallet non-irradiation 

 

TPB Carton 
BAAN Code: 802774 

Outer dimension: 1155*345*304mm 

Pallet Configuration: 
9 carton per pallet / 12 carton per pallet 
 

 

 

 

 

 

 

 

 


